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What is WIRES-X? 


WIRES (Wide-coverage Internet Repeater Enhancement System) is an_ Internet 
communication system which expands the range of amateur radio communication. By 
relaying radio signals via the Internet, stations can be connected where radio waves 
cannot reach each other. 

WIRES uses local nodes (stations connected to the Internet via PCs) as access points 
which repeat communications of conventional amateur radio stations. When the local 
nodes are connected to each other via the Internet, amateur stations all over the world 
can communicate with each other just by connecting conventional stations to the local 
nodes. 


Station Local node Local node Station 


In addition to the WIRES features, WIRES-X also supports digital communications. Using 
WIRES-X, you can transmit and receive digitalized data such as text, image data and 
audio. 


Using the WIRES-X in conjunction with the transceiver allows you to have analog/digital 
communications with stations outside the communication range. In digital communication 
mode, you can search stations by call signs or keywords, and exchange data such as 
messages and location information. 


What is WIRES-X? 


| Terminology 


Mi Node 
Radio repeater connected to the Internet via a PC, which repeats communications of 
conventional amateur radio stations as an access point 


@ Local node 
Node within the radio communication range of a conventional amateur radio station 


@ Analog node 
Node which is a transceiver or repeater using the conventional FM format and can only 


repeat DTMF (Dual Tone Multi Frequencies) codes and analog audio transmissions/ 
receptions 


@ Digital node 

Node which is a transceiver or repeater compatible with digital communications in C4FM 
(Continuous 4 level FM) format. With this type of node, you can transmit/receive audio 
as well as text and image data. You can also repeat DTMF codes and analog audio 


transmissions/receptions. 


Local node 


— Local 
W Internet connection \ JA Vv 
. 
2 . 
s Local node 
YIN 


HRI-200 


HRI-200 
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Station 


Station 


As long as the local nodes 
are linked to each other, stations 
can communicate with each 
other by connecting to a 
local node 


What is WIRES-X? 


Wi WIRES-X user ID 


YAESU provides identification names with the WIRES-X nodes. For each node, a DTMF 
ID (five-digit number) and user ID (alphanumeric characters consisting of up to 10 digits) 
are provided. 

If you know the ID of the node you want to connect with, you can transmit the DTMF 
code from the transceiver, and directly specify the node to connect to by searching by 
characters (only for digital nodes). 

@ ID list 

Nodes and rooms which are currently operating WIRES are listed and published on our 
website. We provide information such as IDs, call signs and operating frequencies (some 
may not be published due to the wishes of owners). 


Hi Room (Round QSO Room) 


WIRES system community space to which multiple nodes can connect simultaneously. 
As well as voice communications, you can also chat with text messages on the PC used 
for the local node. 


@ Open room 

Room which allows all nodes to connect to 

®@ Closed room 

Room only registered nodes can connect to 
@ Owner 

Node which opens and organizes a room 

© Activity 

Nodes currently connected to a specific room 


. 
JA2YSO-ND2 


JQ1YBF-ND1 


HRI-200 HRI-200 


JA2-ROOM 
JQ1YBF-ND1 
JF7XXX-ND3 vy 
JA1XXX-S1 | JA2XXX 
-S2 


JAIXXX SN 
-S1 


* Currently 
3 activities 


SSS When a local node ‘ 
in this room 


i ae connects to a room, 
stations already connected to 
that node are also connected 
to the room 


Tip In the illustration, wy refers to digital nodes and a refers to analog nodes. 
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What is WIRES-X? 


Hi News function 


This feature allows you to save digital data such as text, image and audio data on the PC 
used for the local node, and access the data from the connected digital station. 

From the digital transceiver, you can access the local node (LOCAL NEWS) and the data 
storage area (news station) in the node or room you connect to, and import (upload) and 
export (download) data. 

The owners of a node or room can import/export data from/to their own station via a PC. 
The owner can also delete data and change information such as its name and attribution. 
The WIRES-X server also has its own news station (INT NEWS) where you can read 
information and data supplied by YAESU. 


_Internet connection 7 

es 2 So ——..___.__- =i = | 

JF7XXX ‘ 
JHAXXX 
Be1_-NDS -ND4 
v - 
poe Ny 

JQ1YBF-ND1 


HRI-200 


D 


JA2YSO-ND2 


yA. 


HRI-200 


7 Local news INT news JA2-ROOM 7 


’ 
< \Audio messages \Audi “ 
udio messages ’ 
JAIXXX *S\ ]] (emergency) (emergency) Pocalnews: If JA2XXX 
-S1 News Station News Station :, -S2 
Audio files Audio files pean dia ag 
Connecting to a node Text data Text data News ete. 
allows you to access data Images Images ‘Audio fil 
in the local node, the WIRES-X aaa uo. 


ae Text data 


server, and a node or room 
Images 


on the Internet 


Data on the WIRES-X 
server is only for 
downloading 


i Preset search function 


If the preferred channel for connecting to a local node is programmed (preset) in the 

transceiver, the channel can be scanned automatically when you start up WIRES-X. 

Utilize this function as follows: 

* Quickly connect to the local node you usually access by presetting its frequency in 
advance. 

* By presetting to a shared channel frequency with your friends nodes, you can quickly 
connect the transceiver to a local node even while you are traveling in other areas. 


You can use two transceivers as nodes, one for the preset search channel (receive only 
channel) and the other for the voice channel (operation channel). 


Inputting Characters 


You can input letters and characters by following the procedure below. 


i Switching the character type 


Press (E3EEE] appears on the upper side). Pressing each time changes the 
character type in the following order. 
Uppercase letters + symbols — lowercase letters — numbers 


§[ Deleting all input characters 
Press (GMI appears on the upper side). 


f Moving the cursor to the left 
Press (HERES appears on the upper side). 


§ Moving the cursor to the right 
Press (Gu) (MEE appears on the upper side). 


fj Deleting the most recently input character 
Press (EEE appears on the upper side). 

§ Completing input 

Press or (Back). 


Connecting to a Faraway Station Using WIRES-X 


Finding a local node 


To communicate using WIRES-X, a WIRES-X node station (local node) must be 
established within radio contact range of the user transceiver. 


WIRES-X nodes are stations users voluntarily registered with Yaesu. Their information 
such as locations and operation styles are listed on our website: 
https://www.yaesu.com/jp/en/wires-x/index.php 


First use this list to search for a nearby local node, and nodes on the Internet used by 
people you want to communicate with; write down the node names and frequencies. 
Since the connection procedure differs between digital stations and analog stations, 
confirm whether the node is an analog station or a digital station. 


« When the local node is a digital station: 

Connect from your transceiver in digital mode. 

(Nodes on the Internet can connect to both digital and analog stations.) 
« When the local node in an analog station: 

Connect from your transceiver in analog mode. 

(Nodes on the Internet can connect to both analog and digital stations.) 


Connecting in digital mode 


* Ascertain the DSQ code or the DG-ID setting of the WIRES-X node station. 
Connecting to the WIRES-X node requires the transceiver DG-ID be set ac-cording to 
the DSQ code or the DG-ID code set on the WIRES-X node station. 

* Confirm that the operating mode of WIRES-X node has been set to the C4FM digital 
mode. 

¢ Before using WIRES-X, set the communication mode (modulation mode) to C4FM. 


| Connecting to a WIRES-X digital node (Recommended) 
1 Rotate the DIAL to set the operating band to the % eeu 145.008 


frequency of the desired local node. fay A” 
i h 
2 Set the transmit/receive DG-ID to the same ID sa ft 430. 729 


number as the node station. For details, refer to the 
FTM-100DR/DE Operating Manual. 
3 Transmit corresponding to the transmit/receive fre- 
quency. 
« If receiving the signal from the node, transmit it as is. 
* If not receiving the signal from the node, it is possible 

that the node station is not connected to the Internet im 
proceed to step “Connecting to the other node ID or the 
other room ID”. 


Connecting to a Faraway Station Using WIRES-X 


i Connecting to the other node ID or the other room ID 


1 Rotate the DIAL to set the operating band to the 
frequency of the desired local node. 

2 Set the WIRES-X DG-ID to the same ID number 
as the node station. Refer to “The DG-ID feature to 
access the WIRES-X node station” (page 33). 

3 Press and hold for over one second. 

[X] flashes on the left side of the frequency display. 
When a local node is found, [X] is lit solid, and the 
node name and city name appear on the upper part 
of the screen. 


Depending on the connection status, the screen will 
show one of four display patterns. 


(1) Connected to the local node, but unable to connect 
to Internet nodes or rooms (never before established 
connection to Internet nodes or rooms) 

(2) Connected to the local node, but unable to connect 
to Internet nodes or rooms (previously succeeded in 
establishing connection to Internet nodes or rooms) 

(3) Connected to the local node, successfully connected 
to an Internet node or room (the Internet node or 
room is the same as the one used before) 

(4) Connected to the local node, successfully connected 
to an Internet node or room (the Internet node or 
room is different from the one used before) 


When > is displayed, rotate the DIAL. Call signs 
of nodes and rooms on the Internet you previously 
connected to flash. 


8145,.668 


fa) 
TTT TEE 


Ann G30. 720 


a 2 145.668 


uly ayy Cy bas 


& 
By i X 030.120 © 


etl J@1YBG-HD1 sniniasald 


%& 
Tn XA30.720" 


er fuente lis an HOAs 


a 130.728" 


JOIYBG-HD1_ Shinasay 

fa) ae ALL.JA-HAM-ROOM oi 
H 
kn-"F 


h X430.720™ 


JO1YBG-HD1 eh inasay 
FALLJA-HAM-ROOM 


JO1YBG-HD1_ Shinasay 
a my PALL A —HAMN-ROOM Se 


A) Fn X430.720 


Tip While [X] is flashing, briefly press the key to re-establish connection to the local 


node. 


When any local node cannot be found, [X] will disappear in five minutes. 


Tip When the detected local node is a repeater station, [ [RJ ] appears below [X]. 


Caution 
| WIRES-X can only be used on the operating band. | 
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Connecting to a Faraway Station Using WIRES-X 


§f Connecting to a node or room on the Internet 


You can connect to the desired node or room in one of the following ways: 
¢ Selecting an accessible node or room from the list 

* Specifying the node name or room name 

* Selecting the most recently connected node or room 

* Specifying the DTMF ID of the node or room you want to connect to 


@ Searching from the node & room lists 


1 Press and hold for over one second. 
Displays the category list. 


2 Rotate the DIAL to select [ALL], then press (2186). x 


ALL 
: : F SEARCH & DIRECT 
Displays the list of accessible nodes and rooms. im LOCAL HEWS 


MTAT HEWSs 
* Connection destinations are displayed from the room 
list and then node list. 
* On the connection destination room columns, the 
number of activities (the number of nodes connected 
to each room) appears on the right side. 


3 Rotate the DIAL to select the node or room you want [X 


FALL JA-HAM—ROOM a4 
to connect to, then press A bee oe SSOen. an 
Starts connection. Se eee 18 
Tip By pressing [PTT], you can also establish connection while 

talking. 
Once connection is successfully established, the %C_ALLJAa-HaAM-ROOM a4 
menu list of the node (room) you are connected to eRe DEY ON 
will appear. Im LOCAL MEWS 
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Connecting to a Faraway Station Using WIRES-X 


@ Searching by node or room name 


1 Press and hold for over one second. 
Displays the category list. 


2 Rotate the DIAL to select [SEARCH & DIRECT], —SSTESoRY 
>» SEGRCH & DIRECT 
then press (218F). Ia LOCAL NEWS 
Displays the character input screen. asl Pacis 
3 Enter all or part of the user ID or room name. ™ SEARCH & DIRECT 
The characters you have just entered appear on the PALLBrrrrrrreree] 
en aL] +] 


Tip For details on how to enter letters, refer to “Inputting 
Characters” on page 7. 


4 Press : 

Starts searching. If connection destinations with the first part of a name partially 

matching the name you entered are found, they will be listed. 

« If there is no connection destination matching the entered name, “No Data” appears and 
then the screen returns to the “SEARCH & DIRECT” screen. Enter characters to search 
by again. 

+ If the name you entered is found, the transceiver establishes connection immediately. 

* The screen displays the room list search results followed by the node list search results. 

* On the room columns in the search results, the number of activities (the number of nodes 
connected to each room) appears on the right side. 


5 Rotate the DIAL to select the node or room you want SSR - 
to connect to, then press (@827. ALL JA-Dx-ROOM Al 


Starts connection. + 


fi} By pressing [PTT], you can also establish connection while talking. 


Once connection is successfully established, the menu list of the node (room) you 
are connected to will appear. 


® Connecting to the node or room you have most recently connected 

If you have previously connected to a node or room on the Internet, it appears and 
flashes on the upper part of the screen. 

Press to start connection of the transceiver to the flashing node or room, and 
once connection is established, the menu list of the node (room) you are connected to 
will appear. 


j j JOIYVBG-HE1L Shinasauw 
If there is P on the left side of the node name on the a ee aLLIACHAM-ROUM Sd 
H 
kk 


i 
upper part of the screen, rotate the DIAL to display the A kmh x 436.7260 ] 
node you have most recently connected to. 
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Connecting to a Faraway Station Using WIRES-X 


@ Specifying the DTMF ID of the node or room you want to connect to 

1 Press and hold [#] on the microphone for over one second. 
Displays the DTMF input screen. 

2 Use the numeric keys on the microphone to enter the DTMF 
ID (five-digit code). 

3 Press [#] on the microphone. 
Pressing [*] on the microphone closes the DTMF input screen. 


DTMF MICROPHONE 
MH-48 


§ Communicating with others 


1. While displaying the station you are currently 
connected to, press [PTT]. 
The transceiver switches to transmission mode. 
2 Speak into [MIC]. 


Place the microphone about 5 cm away from your 
mouth when you speak. 


Do not continuously transmit over an extended 
period of time to reduce the risk of overheating, 
malfunction, and injury. 


3 Release [PTT]. 
The transceiver switches to reception mode. 


Tip 
You can communicate with the node or room you are connected to by pressing [PTT] even when 
viewing data in a node or room on the Internet using the NEWS function in digital mode. 
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Connecting to a Faraway Station Using WIRES-X 


Useful functions in digital mode 


i Using preset channels 


Programming (presetting) a channel frequency allows you to easily connect to a local 


node. 


By sharing a channel frequency with other nodes, you can connect the transceiver to a 
local node even while you are out. This is useful for a group to operate a station. 


@ Presetting a channel 


1 Press and hold for over one second. 
Displays the Setup menu. 


2 Rotate the DIAL to select [7 WIRES-X], then press 


; 


Displays the menu list. 


3 Check that [1 RPT/WIRES FREQ] is displayed, then 


press (Gi). 
Displays the selection items. 
4 Rotate the DIAL to select [PRESET], then press 
(QP). 
Displays the frequency setting screen. 
The default setting is MANUAL. 
5 Rotate the DIAL to select the frequency. 


+ Rotating the DIAL changes the frequency by the 
increments specified from the Setup menu. 


* Pressing and holding “MAN” allows you to set the 
frequency in 1 MHz units. 


* The default settings are 146.550. 


6 Press and hold for over one second. 
Sets the frequency and returns the screen to the 
frequency display screen. 


13 


=o07 


MOR 3 
4 SIGNALING & COMFIG 


SETUP MENU [WIRES 1 
1IFRPT“WIRES FREQ 


RPT“WIRES FREG 


STATUS! TL PRESET ] 
7146.598 MHz? 


PRESET FREGUENCY [Era 
[146.5586 WHz] 


Connecting to a Faraway Station Using WIRES-X 


®@ Connecting to a preset channel 
1 Follow the procedure in “Presetting a channel” on page 13 to make the preset 
channel available in advance 


* a 2145.6668 


TUTTE 
ot , 


bw PASO. 720 


% a JIO1YBG-HE1 oe 


gknn X 430,720" 


2 Press and hold for over one second. 
On the left side of the frequency display, [P] and [X] 
appear alternately. 
When a local node is found, [X] lights up, and the 
node name and city name appear on the upper part 
of the screen. 


a 


When any local node cannot be found, [P] disappears 
in five minutes. 


Tip 
If the frequency of the detected local node is different from that of the preset channel, the frequency 
automatically switches to the node frequency. 


@ Ending searching by a preset channel 
1 Follow steps 1 to 3 in “Presetting a channel” on page 13 to display the selection 
items of [1 RPT/WIRES FREQ]. 


2 Rotate the DIAL to select [MANUAL]. —_EELCUIBES FREQ 
STATUS!L MANUAL J 


3 Press and hold for over one second. 
Returns the screen to the frequency display screen. 


®@ Disconnecting from the node or room 

1 Press and hold [*] on the microphone for over one 
second. 
If disconnection is successful, the screen returns to the 
local node connection screen. 


TMF MICROPHONE 
MH-48 


14 


Connecting to a Faraway Station Using WIRES-X 


Releasing the WIRES-X connection 
Pressing and holding for over one second switches the screen to the frequency 
display screen, and [X] displayed on the left side of the frequency display disappears. 


The local node and the node or room remain connected. 


% € JOIYEG-HDI Shinagsaw % a 145.666 
he ALLJA- HAM ROOM a4 0 JOR fae 


Been X 430.7208 —> he 30.720 = 


Connecting to analog nodes 


When the node you want to connect to is an analog station, use the DTMF function on 
the transceiver. For details on how to use the DTMF function, refer to “Using the DTMF 
function” in the basic operating manual. 


| Connecting to nodes or rooms on the Internet 


1 Set the main band frequency to the local node frequency. 
2 Press to switch to analog FM mode. 
aie} «= For details, refer to “Selecting communication mode’ in the basic operating manual. 
3 Inthe Setup menu from [4 SIGNALING] — [3 AUTO DIALER], select “OFF”. 
aie} «= For details refer to “Transmitting the DTMF code manually” in the basic operating manual. 
4 While pressing [PTT] on the microphone, press [0] to 
[9]. [*]. [#], [A] to [D]. 
Transmits the DTMF code. 
5 Release [PTT], and keep the transceiver in reception 
mode for about 10 seconds. 
Once connection is successfully established, you will be 
able to hear audio. 
The connection destination screen does not appear. 


Tip 
You can store DTMF codes consisting of up to 16 digits for 9 channels on the transceiver. If you register 
the codes of frequently-used connection destinations in advance, you can easily transmit a code by 


pressing its abbreviated number while pressing [PTT]. For details, refer to “Using the DTMF Function” 
in the basic operating manual. 


AS 


Connecting to a Faraway Station Using WIRES-X 


§ Communicating with others 


1 Press [PTT]. 
The transceiver switches to transmission mode. 
2 Speak into [MIC]. 
Place the microphone about 5 cm away from your mouth when you speak. 


Do not continuously transmit over an extended period of time to reduce the risk of 
overheating, malfunction, or injury. 


3 Release [PTT]. 
The transceiver switches to reception mode. 


| Disconnecting from the node or room 


1. While pressing [PTT], press #99999 (DTMF disconnection command). 
Disconnects the node or room. 


Various display functions 


| Confirming the location of digital nodes 


When the signal from the local node you have connected to contains GPS location 
information, you can display the location information on the screen. 


When the connection destination is displayed, the %  ) J0IYBG-ND1 Shinasay 
location information of your station is displayed on the fa] i” eee 
left side of the screen. gknn KABA. 720 
Press once briefly to display the location 

information of the partner station on the left side of the oy SO er tan pee rae 


foqiknX 430,720 


screen. The screen displays the compass indicating 
the direction and distance to the local node from your 
station. 


Tip 
When the location of the partner station is displayed, press once briefly to display the satellite 


acquisition information. Press again briefly to display the location information of your station 
again. 
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Using the News Function of WIRES-X 


When using WIRES-X in digital mode, you can transmit/receive messages (text data) and 
images; you can also record/play audio messages. 


Viewing messages 
You can read messages (text data) that are transmitted/received by either a local node, 
or a node or room on the Internet, from the transceiver. 


Caution 
@ To read messages, insert a microSD memory card into the transceiver in advance. For details, refer 


to “Using a microSD memory card” in the basic operating manual. 


i Viewing text data in local nodes 


1 Follow the procedure in “Connecting to the other node ID or the other room ID” on 
page 9 to connect your transceiver to the desired local node. 

2 Press and hold for over one second. 
Displays the “CATEGORY” screen. 


3 Rotate the DIAL to select [LOCAL NEWS], then IK SATERPEY 
SEARCH & DIRECT 
press (215). Pim LOCAL NEWS 
Displays the “LOCAL NEWS” screen. a 
4 Rotate the DIAL to select the desired local node, Myra LOCAL HEWS 
then press (2/86). WIGIVEG-ND1 Shinasawa-ku 


+ 


If data reception is successful, the menu list of the 
local node appears. 
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Using the News Function of WIRES-X 


5 Rotate the DIAL to select [NEWS STATION], then MGT VSSCNNT chinasauacku 
Piss CENY- pS Reus STATION 
Displays the upload (transmission)/download 
(reception) select screen. 

6 Rotate the DIAL to select [DOWNLOAD], then press > 
(QE). 


Displays the data type select screen. 


7 Rotate the DIAL to select [MSG], then press (R/82). eee wee LON 


inasawa-k 


ae . 3h WOICE 
If data reception is successful, the data list appears. bee nee 
The list shows the registered data in reverse 
chronological order. 
8 Rotate the DIAL to select the message you want to goes ee 
i "So Tale - aed 448 
view, then press (212). 2 IESE on 4°26 
PTS na 
Downloads the data and displays the content of the cca 201 YBG-ND1 
message. Ri 
9 Press (Back). 


Returns the screen to the data list. 


Tips 
* On the data content display screen, press to display the sender’s location information at the 
time the data was sent. 
* On each screen, pressing returns the screen to the previous screen. 


@ Operations on the data list 

When there is a large number of data items available, the list will be divided into smaller 
lists with 3 data items each. 

* Rotating the DIAL scrolls the screen. 

* Pressing (ill appears on the upper side) jumps to the top of the list. 

* Pressing (= | appears on the upper side) jumps to the end of the list. 
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Using the News Function of WIRES-X 


Bi Viewing text data on the WIRES-X server (INT NEWS) 


You can read text information provided by Yaesu on the WIRES-X server from the 
transceiver. 
Follow the procedure in “Connecting to the other node ID or the other room ID” on 
page 9 to connect your transceiver to the desired local node. 


1 


2 


Press and hold for over one second. 
Displays the “CATEGORY” screen. 

Rotate the DIAL to select [INT NEWS], then press 
(Ri). 

Displays the menu list of the WIRES-X server. 
Rotate the DIAL to select [NEWS STATION], then 
press (Qi). 


Displays the data type select screen. 


Rotate the DIAL to select [MSG], then press (GSE). 


If data reception is successful, the data list appears. 


The list shows the registered data in reverse 
chronological order. 


Rotate the DIAL to select the message you want to 
view, then press (182). 

Starts download. “DOWNLOAD?” appears and 
flashes. 

Downloads the data and displays the content of the 
message. 


Press (Back). 


Returns the screen to the data list. 


Wi CATEGORY 
L 
SEARCH & DIRECT 
I LOCAL HEWS 
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© EMERGENCY 
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ees DOWNLOAD sss 
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ME WIRES-#% W50 P.. 
MEXWIRES-#% Snar .. 821 

ha 


SX SENM INT MEWS 
Harey New Year! 


J Viewing text data in nodes or rooms on the Internet 


1 


2 


Follow the procedure in “Connecting to nodes or rooms on the Internet” on page 
10 to connect the transceiver to the desired node or room on the Internet. 


Press and hold /BAN?/. 
Displays the “CATEGORY” screen. 
Rotate the DIAL to select [LOCAL NEWS], then 


press (@i82). 


Displays the “LOCAL NEWS’ screen. 
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4 Rotate the DIAL to select the desired node or room ra LOCAL HEWS 
on the Internet, then press (SBE). FALLJA-HAM-ROOM 
If data reception is successful, the menu list of the + 
node or room on the Internet appears. 
5 Rotate the DIAL to select [NEWS STATION] or NC _ALLJA-HAM-ROOM 34 
[LOCAL NEWS], then press (2185). ee AEUS STATION 
: ae i LOCAL MEWS 
Displays the upload (transmission)/download 
(reception) select screen. 
6 Rotate the DIAL to select [DOWNLOAD], then press Dee HEI Siaon a4 
an). re DOWNLOAD 
Displays the data type select screen. 
7 Rotate the DIAL to select [MSG], then press (BIE). btn 
If data reception is successful, the data list appears. ee Meg 
*#@] PICT 
The list shows the registered data in reverse 
chronological order. 
8 Rotate the DIAL to select the message you want to ht DOULA sss 
i rE TalseL 201 438 
view, then press (2182). 35 TAI SBE-an 4°38 
Starts downloading. “DOWNLOAD?” appears and i ae Ls 
flashes. 
Downloads the data and displays the content of the OE foESTO: ioe JOA VEGA HDL 
message. Repel gate 17 172? 
WO ]RPL) 
9 Press (Back). 
Returns the screen to the data list. 
Tip 


On the data content display screen, press to display the sender’s location information at the 


time the data was sent. 


Caution 
When the category list or data list is displayed, pressing [PTT] readies the transceiver to transmit audio 
to the node or room on the Internet you are currently connected to. 
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Importing images 


You can import images transmitted/received by either a local node, or a node or room 


on the Internet onto the transceiver. 

Cautions 

®@ To import images, insert a microSD memory card into the transceiver in advance. For details, refer to 
“Using a microSD memory card” in the basic operating manual. 


@ Imported images cannot be viewed on the transceiver. To view images after importing, remove the 
microSD memory card from the transceiver, and then copy the data to your PC, etc. 


| Importing images from local nodes 


1 Follow steps 1 to 6 in “Viewing text data in local nodes” on page 17 to display 
the data type select screen. 


2 Rotate the DIAL to select [PICT], then press (2!82). baa See TTI 


. ie WOICE 
Displays the data list. 4 MSG 
: ; ; FFE] PICT 
The list shows the registered data in reverse 
chronological order. 


3 Rotate the DIAL to select the image you want to Nyegcives PSE 
download, then press (85). Spat am 428 
Starts downloading. “DOWNLOAD” appears and aed 
flashes. 


After data import completes, the image appears. 
* Data in unsupported formats cannot be imported. In such a case, “Not Completed” appears, 
and then the screen returns to the data type select screen. 
« When the microSD memory card does not have enough free space, data cannot be imported. 
In such a case, “Memory is full” appears, and then the screen returns to the data list. 


4 Press (sack). 


Returns the screen to the data list. 


| Importing images from the WIRES-X server (INT NEWS) 

You can import images provided by Yaesu on the WIRES-X server onto the 

transceiver. 

1 Follow steps 1 to 4 in “Viewing text data on the WIRES-X server (INT NEWS)” on 
page 19 to display the data type select screen. 


2 Rotate the DIAL to select [PICT], then press (2186). RAS NEuiWeSRe 
Displays the data list. ‘a WOICE 


EB $6 
: : ‘i 7 ktm = 6PICT 
The list shows the registered data in reverse 
chronological orde 


3 Follow step 3 in “Importing images from local nodes” on page 21 to download 
data. 
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4 Press (Back). 


Returns the screen to the data list. 


* Data in unsupported formats cannot be imported. In such a case, “Not Completed” appears, 
and then the screen returns to the data type select screen. 


« When the microSD memory card does not have enough free space, data cannot be imported. 
In such a case, “Memory is full” appears, and then the screen returns to the data list. 


i Importing data from nodes or rooms on the Internet 


1 Follow steps / to 4 in “Viewing text data in nodes or rooms on the Internet” on page 
19 to display the data type select screen. 


2 Rotate the DIAL to select [PICT], then press (188). ba Se TTS 


. : sib WOICE 
Displays the data list. +B MSG 
. ; ; ; Fel PICT 
The list shows the registered data in reverse 
chronological order. 


3 Follow step 3 in “Importing images from local nodes” on page 21 to import data. 


4 Press (Back). 


Returns the screen to the data list. 


Caution 
When the category list or data list is displayed, pressing [PTT] readies the transceiver to transmit audio 
to node or room on the Internet you are currently connected to. 


Viewing imported data later 


You can also view the imported data later. 


1 Press and hold (Sw) for over one second. 
Displays the “DG-ID SETUP” screen. 
Displays the “GM MESSAGE” screen or “GM PICT” 
screen. Pressing each time switches the screen. 


Dieses Coen 
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Using the News Function of WIRES-X 


2 Press /RAS°/, (HIE appears on the left side) 
Displays the “LOG SELECT” screen. 


AVAL 


3 Rotate the DIAL to select the data you want to view, 
then press (RISE). 
Tip [X] appears on the left side of WIRES-X data. LORI ENO ELIE 
Pressing QT OF} appears on the upper side) 
jumps to the top of the list. 
Pressing (ESRI) appears on the upper side) 
jumps to the end of the list. 
For PICT data, pressing (EEELHE] appears on the 
upper side) displays the data size. 
Displays the content of the message or image GetoEiTo: 741 YOE-GM 
. F Thank 301 
information. 


DELLE CR 


4 Press (Back). 


Returns the screen to the previously viewed screen. 


Deleting imported data 


fj Deleting a file 


1 Follow steps 1 to 3 “Viewing imported data later’ on page 22 to display the 
content of the message or image data. 


2 Press (Gu) (IM appears on the upper side). 
The confirmation message appears. 
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GM MESS —= 


f| DELETE |] 
wo] | ROK? 1 16:68 
Feo |_ Cancel ad-14 


PoP TENCy [OELJPrcy| 


3 Rotate the DIAL to select [OK?], then press (QI82). 
Deletes the data and returns the screen to the data 
list. 
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Listening to audio messages 


You can play and listen to audio files transmitted/received by a local node, or node or 
room on the Internet. 
Audio files are categorized into the following two types: 

EMERGENCY: Emergency information. Depending on the node or room settings, 
mandatory updates are supplied to connected nodes and rooms 
in five-minute intervals for two hours starting from the initial 
dissemination of the news. 

NEWS STATION: Normal message. You can listen to the message anytime you 

(LOCAL NEWS) want as long as the message is not deleted from the node or 
room. 


Caution 
You can play and listen to audio files using the transceiver but you cannot save audio files onto the 
transceiver. 


| Listening to emergency information in the local node 


1 Follow steps 1 to 4 in “Viewing text data in local nodes” on page 17 to display 
the menu list of the local node. 


2 Rotate the DIAL to select [EMERGENCY], then e TaTeSe Nt T Eni nasawa-ku 


Ke EMERGENCY 
press (2188). fl HEWS STATION 
Displays the data list. 


* The list shows the registered data in reverse 
chronological order. 
* Data registered within the past two hours flashes. 


3 Rotate the DIAL to select the audio file you want to Maes a 
play, then press (IB). SHINER a 
Starts audio playback. “DOWNLOAD?” appears and ese — 
flashes. 

After playback ends, the screen returns to the data 
list. 


| Listening to routine messages in local nodes 


1 Follow steps 1 to 6 in “Viewing text data in local nodes” on page 17 to display 
the data type select screen. 


2 Rotate the DIAL to select [VOICE], then press (S186). |MT_ NEWS BERT ION 
Pee UOICE 
Displays the data list. * MSG 


i ; : : +H) PICT 
The list shows the registered data in reverse 
chronological order 
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3 


Rotate the DIAL to select the audio file you want to 
play, then press (827. 

Starts audio playback. “DOWNLOAD?” appears and 
flashes. 

After playback ends, the screen returns to the data 
list. 


| aa BoWNL OAD nee 
haodh 4/25 
toh Tat eee a1 4-28 
toch JALYOE-GM 4-14 


ror] =| 


| Listening to emergency information on the WIRES-X server (INT NEWS) 


You can play and listen to the audio data provided by Yaesu on the WIRES-X server. 
Follow steps 1 to 3 in “Viewing text data on the WIRES-X server (INT NEWS)” on 
page 19 to display the menu list of the WIRES-X server. 


1 


2 


Rotate the DIAL to select [EMERGENCY], then 
press (G8). 
Displays the data list. 


* The list shows the registered data in reverse 
chronological order. 


* Data registered within the past two hours flashes. 
Rotate the DIAL to select the audio file you want to 
play, then press (G82). 

Starts audio playback. “DOWNLOAD?” appears and 
flashes. 

After playback ends, the screen returns to the data 
list. 


ee =EMERGENCY 
Le | 


MON INT HENS 
HEWS STATION 


keodh JO1VBG 
toh JALZRL-861 
toch JALYOE-GM 4-14 
Ba 


3 2 EMERGENCY «os 
bbl 


fj Listening to routine messages on the WIRES-X server (INT NEWS) 


1 


2 


Follow steps 1 to 4 in “Viewing text data on the WIRES-X server (INT NEWS)” on 


page 19 to display the data type select screen. 


Rotate the DIAL to select [VOICE], then press (Q/82). 


Displays the data list. 


The list shows the registered data in reverse 
chronological order. 


Rotate the DIAL to select the audio file you want to 
play, then press (@I88). 

Starts audio playback. “DOWNLOAD?” appears and 
flashes. 

After playback ends, the screen returns to the data 
list. 
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fj Listening to emergency information in nodes or rooms on the Internet 


1 


2 


Follow steps 1 to 4 in “Viewing text data in nodes or rooms on the Internet” on 
page 19 to display the menu list of the node or room you want to connect to. 


Rotate the DIAL to select [EMERGENCY], then 

press (Q!82). 

Displays the data list. 

* The list shows the registered data in reverse 
chronological order. 

* Data registered within the past two hours flashes. 
Rotate the DIAL to select the audio file you want to 
play, then press (827. 

Starts audio playback. “DOWNLOAD?” appears and 
flashes. 


After playback ends, the screen returns to the data 
list. 


"_ALLJA-HAM-ROOM 34 
he | EMERGENCY 
fey HEWS STATION 
I LOCAL MEWS 


baodh JOTYBG 
toch JALZRL-@el 
toch JALYOE-GM 
ror] = He 


4°25 
4-258 


xy ao EMERGEMCY wae 
4/14 


| Listening to routine messages in nodes or rooms on the Internet 


Follow steps 1 to 6 in “Viewing text data in nodes or rooms on the Internet” on 


1 


2 


page 19 to display the data type select screen. 


Rotate the DIAL to select [VOICE], then press seroe 


Displays the data list. 

The list shows the registered data in reverse 
chronological order. 

Rotate the DIAL to select the audio file you want to 

play, then press (@I82). 

Starts audio playback. “DOWNLOAD?” appears and 

flashes. 

After playback ends, the screen returns to the data 

list. 


Transmitting messages and images 


™OEE) NEWS STATION 
ee DOWMLOAD ss» 
keie VOICE 
4B MSG 
*H PICT 


a DOWNLOAD os + 
kao JOLY BG 
toch JAlZRL-8e1 
toch JALYOE-GM 4-14 
orl = | _* 


You can transmit data such as messages (text data) and images saved on the microSD 
memory card inserted into the transceiver, to a local node, or a node or room on the 
Internet. You can also create a new message and transmit it. 


Tip 
For details on microSD memory cards, refer to “Inserting a microSD memory card” in the basic 


operating manual. 
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| Creating and transmitting messages to local nodes 


1 Follow steps 1 to 5 in “Viewing text data in local nodes” on page 17 to display 
the upload (transmission)/download (reception) select screen. 
2 Rotate the DIAL to select [UPLOAD], then press NEB OLAG NDI Shinasawank 


NEWS STATI 
(BRE). be 


$= DOlINCOAD 
Displays the data type select screen. 


3 Rotate the DIAL to select [MSG], then press (R82). ae ee ae coe 
Displays the data list. He neg” 
+B) PICT 


4 Rotate the DIAL to select [NEW], then press (282). co a =|; | 
+o] IAIZRL-Gal 


18:80 
#3 11 YOE-GM a4-14 
5 Press (EET appears on the upper side) be era ee 
Displays the message entry screen. veceeeereecciees 


6 See “Input Characters” on page 7 to input a 
message. 


7 Press (Back), 


Displays the entire message. 

* To save the created message press (=| 
appears on the upper side). For details, see 
“Registering routine messages’ in the basic operating 
manual. 


* To continue message entry, press (TxP0) (NA 


appears on the upper side). 


8 Press (UPL appears on the upper side). 


Starts message transmission. 
After message transmission completes, “Completed” (@ fii 
appears and then the screen returns to the data list. —= 
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Tip 


Press (+= appears on the upper side) to select one of the 19 routine messages. 
1 | QRM 8 | Good job 15 | wait for you 
2_| QRP 9 | Good day 16 | Pick me up 
3 | QRT 10 | Good evening 17 | Thank you 
4 | QRX 11 | Good night 18 | OK 
5 | QRZ 12 | Send messages 19 | urgent 
6 | QSY 13 | Send pictures 
7_| Good morning 14 | on my way 


§ Transmitting saved messages or images to local nodes 


Follow steps 1 to 2 in “Creating and transmitting messages to local nodes” on page 


1 


2 


28 to display the data type select screen. 
Rotate the DIAL to select [MESSAGE] or [PICT], 


then press (R82). 


Displays the data list. 
Rotate the DIAL to select the message or image you 


want to send, then press (QI82). 


Displays the content of the message or image. 


Press (MM appears on the upper side). 
Starts data transmission. 

After data transmission completes, “Completed” 
appears and then the screen returns to the data type 
select screen. 


ee UEL OAD ree 
ch 

Ree MSG 
+m) PICT 


2s UPLOAD was 


EHEW 
k #©IJALZRL-ael 


15:68 
+o JA1YOE-GM 4-14 
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| Creating and transmitting messages to nodes or rooms on the Internet 


1 


2 


Follow steps 1 to 4 in “Viewing text data in nodes or rooms on the Internet” on page 
19 to display the menu list of the node or room you want to connect to. 


Rotate the DIAL to select [NEWS STATION], then 
press ; 

Displays the upload (transmission)/download 
(reception) select screen. 


No _ALLJA-HAM-ROOM 
€ EMERGENCY 
Pa) HEUS STATION 
IM) LOCAL EWS 


a4 


Follow steps 3 to 7 in “Creating and transmitting messages to local nodes” on 


page 28 to create and transmit a message. 
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| Transmitting saved messages or images to nodes or rooms on the Internet 


1 Follow steps 1 to 3 in “Creating and transmitting messages to nodes or rooms on the 
Internet” on page 29 to display the data type select screen. 

2 Follow steps 3 to 7 in “Creating and transmitting messages to local nodes” on page 
28 to select and transmit data. 


Transmitting audio messages 


You can transmit audio messages spoken into the microphone as data to a local node, 
or node or room on the Internet. 
Audio files are categorized into the following two types: 


EMERGENCY: Emergency information. Depending on the node or room settings, 
mandatory updates are supplied to connected nodes and rooms 
in five-minute intervals for two hours starting from the initial 
dissemination of the news. 

NEWS STATION: Routine message. You can listen to the message anytime you 

(LOCAL NEWS) want as long as the message is not deleted from the node or 
room. 


| Transmitting emergency audio information to local nodes 


1 Follow steps 1 to 4 in “Viewing text data in local nodes” on page 17 to display 
the menu list of the local node. 
2 Rotate the DIAL to select [EMERGENCY]. F TOT Se Np Ebi nasaua-ku 


ee = =EMERGENCY 
fl MEWS STATION 


3 Press and hold [PTT]. 
“EMERGENCY Upload?” appears and beep sounds 


for three seconds. (Cs 


Releasing [PTT] cancels the upload of emergency 
information. 


EMERGENCY Upload? 


Wo Peseak Mews 
JGUVEF-HD Shinagawa-ku 


4 While pressing [PTT], speak into [MIC]. 
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The maximum recording time is one minute. 

Starts message transmission, and flashes Eg aauaaarTs 
on the screen. 

After message transmission completes, “Completed” appears and then the screen 
returns to the menu list of the local node. 


and the countdown display 


i Transmitting routine audio messages to local nodes 


1 


2 


Follow steps 1 to 5 in “Viewing text data in local nodes” on page 17 to display 
the upload (transmission)/download (reception) select screen. 


Rotate the DIAL to select [UPLOAD], then press NEe 


1 hinasawa-k 

H OH 
ke 
+ 0 


Displays the data type select screen. 


Rotate the DIAL to select [VOICE], then press (BSE). a MEME. sae TON 


kesh UOICE 
+B MSG 
+*@ = =6PICT 


While pressing [PTT], speak into [MIC]. 

The maximum recording time is one minute. 

Starts message transmission, and flashes UgUgRageuzika and the countdown display 
on the screen. 

After message transmission completes, “Completed” appears and then the screen 
returns to the data type select screen. 


| Transmitting emergency audio information to nodes or rooms on the 
Internet 


1 


2 


Follow steps 1 to 4 in “Viewing text data in nodes or rooms on the Internet” on page 
19 to display the menu list of the node or room you want to connect to. 

Follow steps 2 to 4 in “Transmitting emergency audio information to local nodes” on 
page 31 to send a message. 


i Transmitting routine audio messages to nodes or rooms on the Internet 


1 


2 


Follow steps 1 to 4 in “Viewing text data in nodes or rooms on the Internet” on page 
19 to display the menu list of the node or room you want to connect to. 

Rotate the DIAL to select [NEWS STATION], then Nh _ALLJA-HAM-ROOM o4 
press . a REWS STATION 
Displays the upload (transmission)/download See 
(reception) select screen. 


Follow steps 2 to 4 in “Transmitting routine audio messages to local nodes” on page 
31 to transmit a message. 
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Using the FTM-100DR/DE transceiver as a node station 


Follow the procedure below to use the FTM-100DR/DE transceiver as a node station. 


1 Press and hold for over one second to turn 
OFF the transceiver. 


2 While pressing and (Gu) 
simultaneously, press and hold 
for over one second to 
turn ON the power. 

Sets the FTM-100DR/DE 
transceiver to node station 
mode. Follow steps 1 to 2 again 
to cancel node station mode. 


+ Press and hold for over 
one second to hide all displays 
on the screen (the mode display and status indicator also turn off). Press again to 
display the hidden displays. 

* Pressing each time switches the sub-band display: clock—power supply 
voltage—frequency. 
* Rotating the DIAL adjusts the contrast. 
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WIRES-X setup menu list 


Setting the operating 
1 RPT/WIRES FREQ frequencies for repeaters/ MANUAL/PRESET 
WIRES-X 


Setting preset frequencies 146.550 
Setting the DG-ID number AUTO / 01 to 99 


Using the WIRES-X setup menu 


| Setting the operating frequencies for repeaters/WIRES-X 

Select whether to set the frequency manually or use the preset (registered in advance) 
frequency when connecting to a local node. 

For details, refer to “Presetting a channel” on page 13. 


§j The DG-ID feature to access the WIRES-X node station 

When accessing to the WIRES-X node station, the connecting node station may be 
selected in accordance with the DG-ID setting of the node stations. 

Press and hold for over one second. 

Rotate the DIAL to select “7 WIRES-X”. 

Press (QS). 

Rotate the DIAL to select “2 DG-ID”. 

Press (RISE). 

Rotate the DIAL to select the DG-ID setting 

01 to 99: Only nodes matching the set DG-ID number may be connected. 
AUTO: Only open nodes, set to the DG-ID number “00” may be connected. 


7 Press and hold for over one second to save the setting and return to normal 
operation. 


oahwh = 
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